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IMPROVEMENT PLANS GENERAL NOTES

GENERAL

1.

All work and materials shall comply with standard specifications, construction details,
and standard drawings (listed on this sheet) of the City of Milpitas available in the
City Engineer's office. It is the responsibility of the contractor to obtain permits
necessary to perform the improvements in these plans from the appropriate agencies

and to comply with the agencies’ requirements. All plans shall be prepared on City's
Improvements Title Block. The contractor must comply with all applicable national,
state and local laws.

PUBLIC STREET IMPROVEMENT PLANS

WATERSTONE

TRACT NO. 10270 - OFF-SITE IMPROVEMENTS
CITY OF MILPITAS, SANTA CLARA COUNTY, CALIFORNIA
CITY OF MILPITAS ENCROACHMENT PERMIT # E-EN14-0177

23. The following entities shall be responsible for inspection and maintenance / ownership
of the listed facilities and completion certificate by design engineer (state ownership’s
name and inspection by P.W. inspection or Build. Div.):

o

Separation between the Recycle water lines from other utilities; such as potable
water, fire protection and sanitary sewer; shall be in accordance with the City of

Milpitas "Recycled (non—potable) Water Guidelines”. Call (408) 586—3329 for a copy.

CALIFORNIA

INCORPORATED

JANUARY 26, 1954

2. Plans used for construction of public facilities purposes must be signed by the City Lacilities Lunership Inspection Design Engineer 0. Fouse sewers shall not be connected to loterals until sewers ore tested.
Engineer or his representative. Any subsequent changes shall be approved by the W 7.0 it lateral shall b tructed t h lot at the location to b
r ) [ ) > C ) ater * *x kK ) ne sanitary sewer lateral shall be constructed to each lot a e location to be
City Engineer or his representative prior to their construction. Sewer * Kok skokok staked in field by owner’'s engineer prior to construction. A backflow protection device CITY OF MILPITAS
2 Th ficial ¢ th | file in th ” ¢ the Citv Endi . Storm * ok ook shall be installed per City Standard Drawing No. 624 when the elevation of the lowest
: Milgitgs Icial copy © €S€ plans are on file 1n the ofrice o € Lity tngineer n Street * Kok ko floor containing gravity waste drainage is less than one foot above the surface
: Street Light * *k ok elevation of the nearest upstream public sewer structure (manhole, etc.).
. . . o : - polream < ) ENGINEERING DIVISION
4. This plan is subject to review and subsequent approval in the event the work has not ) _ . . . . ‘ot . . .
. Common Area Homeowner's Association Build. Div. Required 8. Connections to existing water mains shall be approved by City Engineer. Contractor
commenced within six (6) months of the date of plan approval. shall perform all excavation, prepare site, furnish all materials, install tapping tee,
. . . * "City of Milpitas” or "Homeowner’s Association/Homeowners” valve and all thrust blocks, backfill, restore surface, and clean up. Non—metallic water
S. All utilities and improvements that become damaged during construction shall be o ] o, o R : - : - . -
completely restored to the satisfaction of the City Engineer. ::* PW mspep’uon or Bu'|ld. D|V|§|9n ) S ‘ | ‘ lines shall be installed with a trace wire per City Standard Drawing No. 752.
. . o . E)eS|gn En'gme"er' Cf)mplet[on oerhﬂcotg Reqwred if inspection by Build. Div., 9. All water valves shall be clustered, unless otherwise directed by the City Engineer.
6. A $2,000 deposit shall be made to the City of Milpitas and a construction water Not required” if inspection by P.W. inspection.
meter shall be obtained for incidental water used during grading and roadway ) ) 10. Each lot shall have separate water, sewer and storm drain services.
construction. Water meter(s) shall be installed for incidental water use during building 24. Each parcel shall have separate solid waste enclosure and BFI service. Unless,
(s) construction and pressure test of water line within the building (s). necessary agreements have been recorded to provide for joint use of enclosure and 11. Water service pressure regulators and sewage backflow protection devices are shown
or BFI services for more than one parcel. ) . . " -~ .
on these plans for the information of the developer and City's Building Division.
7. The contractor shall notify Underground Service Alert (U.S.A.) at (800) 642—2444 48 These items are not included in the Public Works inspection or acceptance.
hours prior to any construction activities, and obtain a reference number. STREET SURFACE NOTES 12. All utiity stubs, especially water line components, shall be capped
8. Prior to any construction or installation of public facilities, the developer’s engineer . . . .
;hctl)lll' o\r,\;onlige IO pret—cons_’lc_LL'Jctior? ”cczcnffrenlce betwee'n- the cofnt;o%tors cm'd t?e t(%ity X #gfer:*ioﬁo?n%leggn pzt/e:z:?w? Sﬁgﬁmbgé gg’écgfr;ig:al((j:kgizzd(i{rzu?LE:amie;?I(’:ctslogz sf—\fgliez]se 13. Abandonment of existing water lines shall take place at the main line.
scL:JhelguIegrsStor:SFc))?Cwoorr:k. Alj ’cSheCJ cosfeerepr:sg.e tgenzilg\l/renlg;ner?s engigizrp;fgll c;)reS:n’c andtequjiVGle?_tS Idb?rdtorytteftin% Gg?cte%hnif:dl/S?il Engineer SZG” recomlmend the 14. Contractors shall not turn water valves without prior approval from Utility Maintenance
the Public Works Inspector with a certified copy of a material list and specifications structural sections ot streets to the Lity Engineer for review dnd dpproval. Supervisor at (408) 586—2640.
for installation. Prior to the installation, approval by the City Engineer is required of
any non-—standard materials. Any non—standard materials shall be demonstrated by 2. The contrcct‘or Shdl,l not order or place any Portland cement concrete or asphalt 15. All metallic underground piping shall be protected against corrosion per City standard
the developer’s engineer and contractor to equal or exceed City standards concrete paving until the forms and subgrade and/or aggregate base have been specifications.
’ inspected by the City Public Works Inspector and approved by the engineer in charge
9. The contractor shall call City of Milpitas Public Works Facilities Inspection at (408) of construction. 16. ,Igteolfe%”tgdd'{%re iiogetfggtfésribbentflorsu%irf?rr;“;n%s'Otiitewsfpiﬁgg E)Zrenthgff,ec,z?lci“gsse od b
H H H H | | | ICI
586—-2884 to schedule inspections, 48 hours prior to start of construction. 3. Edge of existing pavement shall be tack coated prior to constructing new pavement. the City o?‘/ Milpitas. The marking, labeling, and timing of such locates sh)::lll be F;n Y
: ; ; ; ; ; conformance with the requirements of Underground Service Alert.
10. \TV”OL: t% Gn{ wct>'rk, the Econtroc;or SroFl,l Obfcto'” a City Business license and a Public 4, Standard street monuments shall be installed on all street intersections and other | qu 9 !
orks Lonstruction or tncroachment Fermit. locations shown on this plan in conformance with City Standard Drawing No. 446.
11. The Contractor is respons'ibI'e for the preserv,otion and or perpetuation of all existing 5. Driveway locations shall be set by owner’s engineer in compliance with City Standard SIGNING_AND STRIPING
gr?gtnutgnegfsreor:gvest%ﬁis nv;/gc:i]nmé:is Cg)rntsr?j:g; SWIEJ[;icLJJto{h;vogl;rr;l'iz:ioioﬂ;frcf;grCSitf;G” not Drawing No. 430 or 432, unless locations are shown on these plans. 1. Ac\j”-t-SignSf S’PUGH-f Confosr-m tghStS’&e of California, Traffic Manual, Chapter 4, and latest
; : : edition o niform Sign art.
Engineer, and he shall bear the expense of resetting any monuments or stakes which 6. One street name sign assembly shall be installed in conformance with City Standard g
may be disturbed or removed with or without permission. The Contractor shall provide Drawing No. 440 at each intersection, and where shown on plans. o s hall b ¢ standard s desi ted f h ot - the Traffic M |
a minimum of 15 Working days notice to the City Engineer prior to disturbance or ‘ IghSt S hO e ? dS Ot";] ard size designated for each type in the lratfic Manudl,
‘ot in : except where noted otherwise.
removal of existing monuments or stakes. The Contractor shall utilize the services of 7. All fire hydrants, electroliers and meter boxes shall clear driveways and other facilities P
a California Licensed Land Surveyor to reset all disturbed or removed monuments and v oo ) . ) ) o )
stakes or provide witness monuments, and file the required documentation with the by 5, 5 and 1 respectively. 3. Mounting shall conform to appropriate provisions of Chapter 4, Traffic Manual, and
; ; ; applicable "standard plans,” State of California (Caltrans), latest edition, except where
County Surveyor pursuant to the Business and Professions Code Section 8771 8. All existing facilities shall be adjusted to finish grade as directed by City Public Works otherwise indicated on plans. fornia ( ) " P
- . " . Inspector. Manholes, water valve boxes, clean out frames and covers shall be brought
' Zv:t;:egr Izhzcl)lur;:oEzoief/lizliingor;i:icygrs GGJFUS:S:er?tZ StZO\’,tvP?e Osnot;c:fzCEc)ilc?:S;fﬂjciec%?tsyultmg to finished grade by the contractor after paving is completed. 4. Al traffic signs (except street nameplates) shall be of minimum .080 gage aluminum N
Engineer prior to further construction. . ” . . . » " blanks with reflective faces of Scotchlite (engineer grade) or approved equal. Except, \/|C|N|TY MAP
9. Minimum 24" box size tree with a caliper of 2° measure 6 above rootball shall be R1 and R2 signs which require high intensity
13 U leti - ts. the devel ) . hall brmit letter t installed, one per lot per street for residential developments and at 20'—50° separation '
- pon compietion of Improvements, the deveiopers engineer shall submit g etter o for non—residential developments in conformance with the Approved Street Tree List 5 Strivina shall conform to appropriate provisions of Chanter 6. "Markinas” of the
t.he .C|ty Er.u.g[neer certifying that those privately mcnnto.med improvements (street, and according to the City Standard Drawing No. 448. e ffF‘) gM | 4 Chaot E)(E/I pf th pM ot M P | State of Cgl'f .
lighting, utilities, etc.) have been constructed per the improvement plans. rathc Manuat an apter of the Mamtenance Manual, state of Lahfornid.
10.Mailboxes shall be provided as required by U. S. Postal Services, but will not be . . . .
14. Developer shall coordinate with Pacific Gas and Electric Company for the design and inspected by the PEinc Works Insqpector. d 6. Striping paint for City streets shall be:
installation of all gas and electric facilities.
) . . . . . . 11.The final or surface layer of asphalt concrete shall not be placed until all on—site a) bPoint 2h0” be TMT Pathway, or approved equal. Solvent—based paints shall not INDEX OF DRAWINGS
15. Developer sho!lv 'coordmote with Pacific Bell for the design and installation of all improvements have been completed, including all grading, and until all unacceptable € used. ‘ ‘
Telephone facilities. concrete work has been removed and replaced, unless otherwise approved by the City b; ¥M¥ EGEEWGY zgg;gﬁg woter Eose Whlllte po|r‘1t:[ or opprovedd eqUC]'l
Engineer. c athway water base yellow paint, or approved equa
16. Construction shall nofc begin until 7 AM and shall end by 7 PM, weekdays and 9 d) TMT Pathway #2677A7 water base black paint, or approved equal SEE SHEET C1 -2 FOR SHEET INDEX
weekends, except holidays. e) Glass beads shall conform to State Specification No. 8010—11E—22 (Type II).
) ) ) o ) ) ) UNDERGROUND
17. A NGJ“O.”G| PO“UJ“O” Discharge Elimination System Permlit‘(NPDES construp’uorj permit) The certification requirements shall be submitted for ready mixed white and yellow
is required prl|or to commencement of COﬂStrL’JCtIOﬂ activity related to .thIS site and 1. The letter "W” shall be impressed in the face of curb where each water service paints.
shall be obtained by the owner and/or owner’s contractor as appropriate. Any crosses the curb, the letter "S” shall be impressed in the face of curb where each § FEMA FLOOD ZONE:
discharge (during gonstruction) of groundwater into the downstream storm system sewer lateral crosses the curb and the letter "R” shall be impressed in the face of 6. Raised ”Povement Markers of various types shall conform to Section 85, "Pavement
gjus;g be uncontaminated. The contractor shall make this determination prior to any curb where each recycled water service crosses the curb. Markers”, of the State Standard Specifications, these Technical Provisions, and as PORTION OF THIS PROPERTY LIES WITHIN FLOOD )ZONE X (AREAS DETERMINED TO BE
Ischarge. shown on the plans. OUTSIDE THE 0.2% ANNUAL CHANCE FLOODPLAIN), AND PORTION IS WITHIN ZONE AH
. . . . . 2. The location, depth and existence of underground improvements are shown in their (FLOOD DEPTHS OF 1 TO 3 FEET, USUALLY AREAS OF PONDING; BASE FLOOD
18. If GrChC.]eO|Og|CG| mGte”C.]lS. are U’ncover?d during grading, trenching .Or other . approximate positions based upon information available to the engineer. The contractor 8. Painted legends shall conform to standard sizes and patterns used by the City of ELEVATIONS DETERMINED, ELEVATION 15, BASED ON NAV88 DATUM), AS SHOWN ON
orchoeologlst who s certified by t'he Society of California orchoeo!oglst (SCA) or the underground structures and utilities that are in the vicinity of and/or may be affected 586-2631. 06085C0058J ANP WITHIN ZONE A (AREAS DETERMINED WITHIN 1% ANNUAL FLOOD;
Society of Professional Archaeologist (SOPA) has had an opportunity to evaluate the by the proposed improvement work prior to any construction work which could damage 100—YEAR FLOOD; THIS SPECIAL FLOOD HAZARD ZONE IS SUBJECT TO 1% ANNUAL
Signiﬂconce of the find and Suggest Gppropriote m|t|got|on measures, if they are or conflict with said structures C]nd/or utilities. CHANCE OF FLOODING. ZONE A LIES WITHIN LOWER PENITENCIA CREEK PROTECTED BY
deemed necessary. STREET LIGHTS A LEVEE.
. . . . . . 3. Minimum cover for utilities in roadway (from top of pipe to roadway surface) shall be 1 Splici f street light ductor i tred Vo I b
19. Record drawings original plans, including a copy of the AutoCAD files (digital format) provided (60" sanitary sewer, 42" water line in street, 48” water line in easement, 24" - Oblcing of strest Ight conductor is permitted only in pull boxes.
ShO”tbet‘fumIShjd fo tlze Cltty lEngmee{ Wlthmf >0 bd|gys_ of the co?pletuon of storm line in street). Where the minimum cover cannot be achieved, such locations 2. Electroliers shall be connected to the closest underground secondary P.G.&E. source.
CONSHHENON Ane pHOT To NIl Gecepiante Of prbue improvements shall ‘be specifically identified on the plans and the method of protecting the pipe and Pull (junction) boxes shall be required at each electrolier and where more than one
20. Al grading shall comply with City of Milpitas Grading Ordinance, this plan, and the valve stems shall be indicated. = The following solutions shall be subject to the City bend of the cable is necessary to reach to electrolier, where shown on plans, and at
Preliminary Soils Report prepared by dated Engineer's approval: service point where no P.G.&E. box is installed. Install in—line fuses at electroliers, in
and all subsequent addendums. o ) the hand hole of each pole. Fuses shall be installed on each energized lead, and
a) Use of ductile iron pipe and butterfly valves. shall be adequately sized and enclosed in a phenolic case. Head configuration shall
21. City approval of plans does not relieve the developer from his/her responsibility to b) Concrete cap. be either double door mounted ballast or single door — swing down ballast. 120/240
correct errors and omissions discovered during construction. Upon request, any c)  Any other solution devised by the Engineer and Contractor. volt ballasts shall be provided. Voltage and wattage of electroliers shall be as shown
required plan revisions shall be promptly submitted to the City Engineer for approval. on the plans.
4. Water services and mains are to be separated a minimum of 10" horizontal distance
22. A water valve shall be installed for each residential unit after the meter and prior to and 1’ vertical distance from sewer and recycled water laterals and mains. Potable 3. Street Light Numbers will be assigned by the City and installed on the poles by the
entry of the building such that it is accessible to homeowner and City Meter Reader. water lines shall be above all storm drain, sanitary sewer and recycle water lines. contractor as directed by the Public Works Inspector. \— 1-800-227-2600 -/
SOILS ENGINEER: These plans have reviewed and WATERSTONE Record Drawings Revisions CITY OF MILPITAS
found to be in substantial conformance with the intent To be competed prior to acceptance of work by the City — ;
i i Num. | Dat B D t City Engr. Aprv|Dat
DA e B sl sl o OFFSITE_IMPROVEMENT S o forioe)  ENGINEERING DIVISION
INyZX e Approved: Project No.
(Name) Date .
RUGGERI-JENSEN-AZAR TITLE SHEET Sotre + o0 D owe [T Mo
Firm: _ __ _ _ __ _ _ _ _ _ ______________________ SEAL Any changes to public improvements
ENGINEERS = PLANNERS = SURVEYORS Address: PE.No. ___ Exp. shall be approved by the City engineer
4690 CHABOT DRIVE, SUITE 200 PLEASANTON, CA 94588 T T T T T T TS TTTTTTTTTTTTTTTTTTTTTTo Recommended for approval: E.P. No.
PHONE: (925) 227-9100  FAX: (925) 227-9300 NG eAae>> MILPITAS, CALIFORNIA Fublic Worke Inepector: MeDept  Deie °
Telephone: Sheet _1_of 88
cepnons -~ FOR: LENNAR FEBRUARY 26, 2014 Engineering __Date  _____ —°






